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SYNTURO PLATINUM 0W20 
 

Low viscosity fully synthetic lubricating engine oil 

 

Description 

Fully synthetic lubricant formulated from polialfaolefina (PAO) bases and especially developed to 
maximize fuel savings in gasoline, diesel and hybrid vehicles, providing extraordinary levels of 
engine protection and cleaning. This product has been specifically designed for the last generation 
of engines from VAG group (VW, Audi, Seat, Skoda) which require an oil meeting the specification 
VW 508.00/509.00. 

 

Applications 

- Recommended for the most modern types of engines that require a SAE 0W-20 lubricant, 
multi-valve, direct injection and turbo charged. 

- Can be used in any vehicle model which demands the use of a high quality and fully 
synthetic lubricant with a viscosity of SAE 0W20 and meeting the ACEA A1/B1 specification. 

- This product also meets the performance level ACEA C5. 

- Specially developed for gasoline and diesel engines of the brands VW and AUDI, equipped 
with three-way catalysts and anti-particles filter. 

- Suitable for Porsche models with engines requiring a performance level C20. 

- Gasoline engines equipped with exhaust catalytic treatment systems (TWC). 
 
 

Properties 

- Lower ash level, low in phosphorus and sulphur, which extends the life time of the car’s 
emission control system, at the same time that maintains its efficiency. 

- Its low phosphorus content allows the optimization of three-way catalysts 
performance,reducing NOx, HC and CO2 emissions. 

- Good fluidity at low temperatures, which improves a cold start performance. 

- Friction modifiers that provide fuel-economy and better performance, with lower CO2. 

- Engines are kept extremely clean internally, extending the life time of the engine. 

- The highest quality for a stable and optimum performance, extending the intervals of oil 
drain with a higher resistance against termical breakdown, oxidation and wearing. 

- High level of detergency, dispersancy and anti-wearing power, prolonging the life of the 

lubricated  components,  keeping  all  the  engine  components  clean  and  avoiding  the 
formation of deposits. 
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Technical Data 
 

 Method SYNTURO PLATINUM 
SAE Grade SAE J300 0W-20 

Density at 15ºC, kg/l ASTM D-1298 0,836 

Viscosity at 40ºC, cSt ASTM D-445 38,33 

Viscosity at 100ºC, cSt ASTM D-445 7,87 

Viscosity index ASTM D-2270 >180 

Flash point, ºC ASTM D-92 >220 

Pour point, ºC ASTM D-97 <-55 

HTHS viscosity at 150ºC, mPa.s ASTM D-4683 2,6 

TBN mg KOH/g ASTM D-2896 >8 

Sulphated ash, % weight ASTM D-874 0,6 

 
Specifications 
 

ACEA A1/B1 

ACEA C5 (*) 

VW 508.00 / 509.00 

VW TL 52577 

PORSCHE C20 
(*) Meets the performance requirements 

 

 

Packaging available 
 

 
 
Health, Security and Environmental Procedures 

A data sheet for this product, conforming to current European regulations, is available. 

Supplies information related to safety precautions, handling procedures, primary treatment and 
environmental data. We suggest reading it before using the product. 

Remember to dispose used-oil according to current local regulation. Do not throw away in water 
drains or other waterways (rivers, lakes, etc.). 


