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SYNTURO MISTRAL 5W-30 
 

Fully synthetic oil for gasoline and diesel engines equipped with DPF/SCR 
 

Description 

Fully synthetic, fuel-economic engine oil with advance performance and long life duration, for 

exceptionally high cleaning power, wearing protection and overall performance. It maintains cars 

emission reduction systems efficient in both diesel and gasoline powered cars. 
 

Applications 

- For all types of modern automobile engines, particularly those with high-performance, in the 

most modern passenger cars, SUV’s and light duty vans. For both diesel and gasoline engines. 

- For engines with after treatment systems type SCR, EGR and Gasoline Catalytic Converters 

(CAT), especially those that incorporate Diesel Particulate Filters (DPF / FAP). 

- Designed to obtain maximum performance in Euro IV and Euro V engines. 
 

 

Properties 

- Long life engine oil for modern automobile engines. 

- Low ash formulation. 

- Designed to be fully compatible with the latest “diesel particulate filters” (=DPF’s). 

- Low volatility resulting in less oil consumption. 

- Ideal lubrication during the whole maintenance interval. 

- Designed with the latest chemical additives and leading edge components. 

- Engines are kept extremely clean internally, extending the life time of the engine. 

- Optimum energy/emission efficiency and improved environmental protection. 

- For medium and high temperatures, and with a high shearing viscosity for a better fuel 

economy and engine protection. 

- Excellent  flowing  characteristics  at  very  low  temperatures  for  an  improved  cold  start 

capacity. 

- Extremely high thermal stability and low volatility. 
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Technical Data 
 

 Method SYNTURO MISTRAL 
SAE Grade SAE J300 5W-30 

Density at 15ºC, kg/l ASTM D-1298 0,855 

Viscosity at 40ºC, cSt ASTM D-445 75 

Viscosity at 100ºC, cSt ASTM D-445 12 

Viscosity index ASTM D-2270 160 

Viscosity at -30ºC, cPs ASTM D-5293 <6600 

Flash point, ºC ASTM D-92 200 

Pour point, ºC ASTM D-97 -42 

HTHS viscosity at 150ºC, mPa.s ASTM D-4683 >3,5 

TBN mg KOH/g ASTM D-2896 >6 

Noack volatility, max (% weight loss) ASTM D-5800 13 

Sulphated ash, % weight ASTM D-874 <0,6 

 
Specifications 

 
ACEA C3 

API SN / CF 

MERCEDES BENZ MB-Approval 229.51 

VOLKSWAGEN VW 504.00 / 507.00 

PORSCHE C30 
(*) Also compatible with engines requiring ACEA C2 
(*) Compatible with VW 501.01, 502.00, 503.00, 503.01, 505.00, 505.01, 506.00 & 506.01 

 
Packaging available 

 

 
 
 
 
 
 
 
 
 
 
 
 

Health, Security and Environmental Procedures 

A data sheet for this product, conforming to current European regulations, is available. 

Supplies information related to safety precautions, handling procedures, primary treatment and 

environmental data. We suggest reading it before using the product. 

Remember to dispose used-oil according to current local regulation. Do not throw away in water 

drains or other waterways (rivers, lakes, etc.). 


